Position Indicators

Ganter

Range, with Hollow Shaft Norm®
Standard Indication / Operating principle Hollow shaft Protection Color
Number mechanical, electronic, Radio Vi class
digits digital LCD display frequency
GN 953
Page XYZ
o[o]ofo]o] x Steel - o0
GN 953.2
Page XYZ Stainless
@ Soness ‘ mmmmm * Steel ) 6ce
GN 954
Page XYZ
0 0[o]o]o] x Steel - eoe
GN 954.2
Page XYZ Stainless
- 0 0[olo[o] X Steel i ece
GN 955
Page XYZ
EEE x Steel - oJer |
GN 955.2
Page XYZ Stainless
i 0]o]o] x Steol - eo0e®
GN 9053
Page XYZ s Stainless IP 65
& e a 8668668 x Steel per ©@OO®
GN 9054
Page XYZ Stainl IP 65
000 Inless
& e a 66568 * Steel per ©CO®
GN 9153
Page XYZ Stainl IP 65
Q00000 ainless
ﬂ gdgdoo x X Steel pe; ©00®
GN 9154
Page XYZ Stainless IP 65
Qo000
G a 66668 * * Steel pey ©0CO®

1.4 Adjusting, Positioning, Locking with and without Position Indication 1
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