Shaft collars Ganter

Types Norm®
Application Shaft collars, simple Shaft collars, semi-split Shaft collars, split
o Axial assembly o Axial assembly e Axial / radial assembly
e Compact design e Clamping by reducing the slot e Clamping by reducing the slot
e Clamping, radial (positive) with height using a socket cap screw height using a socket cap screw
threaded pin e Non-positive/damage-free clamping e Non-positive/damage-free clamping
e Can be positioned by spot drilling
on the shaft
Universal GN 705 GN 706.2 GN 707.2
complies with DIN 705 Standard version Standard version

GN 706.3 GN 707.5
Threaded shaft collars Plastic

GN 706.4
with adjustable hand lever

GN 704
Quick release shaft collars
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Sﬁns?‘r . GN 7062.1 - Type A GN 7072.1 - Type A
attachmen Threaded holes, radial Threaded holes, radial

GN 7062.1 - Type B GN 7072.1 - Type B
Threaded holes, axial Threaded holes, axial
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Shaft collars

Ganter

®
Types Norm
Application Shaft collars, semi-split Shaft collars, split
o Axial assembly e Axial / radial assembly
o Clamping by reducing the slot e Clamping by reducing the slot
height using a socket cap screw height using a socket cap screw
* Non-positive/damage-free clamping ¢ Non-positive/damage-free clamping
Flange mounting GN 7062.2 - Type A GN 7072.2 - Type A
with two through-holes with two through-holes
GN 7062.2 - Type B GN 7072.2 - Type B
with two countersunk holes with two countersunk holes
GN 7062.2 - Type C GN 7072.2 - Type C
with two threaded holes with two threaded holes
Dampening GN 7062.3 GN 7072.3
with dampening washer with dampening washer
Accessories
GN 7062.30 GN 7072.30

Dampening washers

GN 311
Adjustable
hand levers

GN 7062.10
Stainless Steel-
Sensor holders
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Dampening washers
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